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SUMMARY
Purpose: Recent studies in epilepsy, cognition, and brain
machine interfaces have shown the utility of recording
intracranial electroencephalography (iEEG) with greater
spatial resolution. Many of these studies utilize microelec-
trodes connected to specialized amplifiers that are opti-
mized for such recordings. We recently measured the
impedances of several commercial microelectrodes and
demonstrated that they will distort iEEG signals if con-
nected to clinical EEG amplifiers commonly used in most
centers. In this study we demonstrate the clinical implica-
tions of this effect and identify some of the potential diffi-
culties in usingmicroelectrodes.
Methods: Human iEEG data were digitally filtered to sim-
ulate the signal recorded by a hybrid grid (twomacroelec-
trodes and eight microelectrodes) connected to a
standard EEG amplifier. The filtered iEEG data were read
by three trained epileptologists, and high frequency oscil-
lations (HFOs) were detected with a well-known algo-
rithm. The filtering method was verified experimentally
by recording an injected EEG signal in a saline bath with
the same physical acquisition system used to generate the
model. Several electrodes underwent scanning electron
microscopy (SEM).
Key Findings: Macroelectrode recordings were unaltered
compared to the source iEEG signal, but microelectrodes
attenuated low frequencies. The attenuated signals were
difficult to interpret: all three clinicians changed their clin-
ical scoring of slowing and seizures when presented with
the same data recorded on different sized electrodes. The
HFO detection algorithm was oversensitive with micro-
electrodes, classifying many more HFOs than when the
same data were recorded with macroelectrodes. In addi-
tion, during experimental recordings themicroelectrodes
produced much greater noise as well as large baseline
fluctuations, creating sharply contoured transients, and
superimposed “false” HFOs. SEM of these micro-
electrodes demonstrated marked variability in exposed
electrode surface area, lead fractures, and sharp edges.
Significance: Microelectrodes should not be used with low
impedance (<1 GΩ) amplifiers due to severe signal atten-
uation and variability that changes clinical interpreta-
tions. The current method of preparing microelectrodes
can leave sharp edges and nonuniform amounts of
exposed wire. Even when recorded with higher imped-
ance amplifiers, microelectrode data are highly prone to
artifacts that are difficult to interpret. Great caremust be
taken when analyzing iEEG from high impedance micro-
electrodes.
KEY WORDS: Electrodes, Impedance, High frequency
oscillations, Electrocorticography.
Many neurologists and neuroscientists have begun to
monitor intracranial electroencephalography (iEEG) with
smaller electrodes to achieve greater spatial resolution than
is present in standard iEEG. These “microelectrodes” are
designed to record neurophysiologic phenomena that occur
on a small spatial scale. Over the past decade, two types of
microelectrodes have been used. One type is a rigid, pene-
trating microelectrode array (MEA), which was originally
designed as a brain–computer interface (BCI; Normann,
2007). This device has been used in several BCI applica-
tions such as restoring motor function in tetraplegia (Hoch-
berg et al., 2006) and sight restoration (Davis et al., 2012).
In epilepsy, MEAs have been used to record individual neu-
ronal firing during seizures (Schevon et al., 2010; Truccolo
et al., 2011), and have identified high frequency oscillations
(HFOs) and microseizures (Schevon et al., 2009, 2012) that
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were not visible on standard EEG. Another microelectrode
strategy involves using pliable 40-lm wires, and either
attaching them to the substrate of standard iEEG electrodes
(Van Gompel et al., 2008) or extruding them as loose wires
from the end of clinical depth electrodes (Quiroga et al.,
2005). These wires have recorded such behaviors as specific
hippocampal cell firing (Quiroga et al., 2005), correlation
between brain regions during different brain states (Le Van
Quyen et al., 2010), HFOs in human epilepsy (Bragin et al.,
2002), and microseizures (Stead et al., 2010). Although
regular iEEG electrodes are capable of recording some of
these activities (Chatillon et al., 2011), it is clear that micro-
electrodes have opened a new chapter in neurophysiology.
The traditional “macroelectrodes” that defined clinical
neurophysiology for over half a century are spaced 1 cm
apart and have exposed metal surfaces of approximately
4 mm. Clinical EEG acquisition systems were built to
accommodate these electrodes, utilizing amplifiers that
have electrical impedance (10–50 MΩ) that is high relative
to the macroelectrodes (approximately 10 kΩ at 20 Hz;
Stacey et al., 2012), thereby ensuring that the input signal
is not distorted. Microelectrodes, on the other hand, have
much smaller exposed surface area and their impedance is
markedly higher (>1 MΩ at 20 Hz, with high variability).
The examples cited in the preceding paragraph were
recorded using microelectrodes connected to specialized,
very high impedance acquisition systems, so that the
recorded signals were not distorted. However, microelec-
trodes are now produced in a configuration that encourages
clinicians to connect them directly to standard iEEG acqui-
sition systems. Two major U.S. electrode manufacturers
have acquired U.S. Food and Drug Administration (FDA)
approval and have been marketing them to clinicians and
researchers (Ad-tech Medical Instrument Corporation
[Racine, WI, U.S.A.], PMT Corporation [Chanhassen,
MN, U.S.A.]). This practice could lead to complications:
we recently measured the impedances of macroelectrodes
and microelectrodes, and predicted that macroelectrodes
work very well with 10–50 MΩ amplifiers (a common
input impedance on intracranial amplifiers), but that micro-
electrodes using these same amplifiers will attenuate low
frequencies and distort signals (Stacey et al., 2012). Those
findings were very reassuring for clinicians using macro-
electrodes: the data predicted that the recorded signals are
essentially identical to the original voltages in the brain.
Microelectrodes, however, would likely not function well
if connected to such a clinical system. In the current work,
we demonstrate this effect on human iEEG recordings and
determine its clinical implications. Our findings suggest
that the very high and markedly variable impedance of mi-
croelectrodes make them ill-suited for use in most clinical
EEG systems, which typically have low impedance. Con-
necting microelectrodes to such systems distorts the
recorded EEG signals, which can lead to errors in clinical
analysis.
Methods
In this work we use as baseline signals human iEEG that
were originally recorded with macroelectrodes, and manip-
ulate them to test how they would have appeared if recorded
with microelectrodes. First, we inject 30 s of iEEG data into
a saline bath while recording with hybrid electrodes on a
clinical system to validate our simulation method. We then
use the simulation to filter 200 s of iEEG data to represent
how it would appear if recorded by several different
electrodes.
iEEG recordings
Two samples of human iEEG were acquired from the
International EEG database (https://www.ieeg.org, Study
034, Fig. S1), an open internet database of de-identified
iEEG. Each EEG was a 200-s sample from seven channels
recorded on standard macroelectrodes. The data were origi-
nally acquired with a Digital Lynx Data Acquisition System
(Neuralynx, Bozeman, MT, U.S.A.) at 32 kHz with an input
impedance of 1 TO. The data were then down-sampled to
5 kHz. Both samples include focal theta and delta slowing,
epileptic spikes, HFOs, and one seizure.
Electrode filtering
We filtered the iEEG signals using the process described
previously (Stacey et al., 2012). In summary, we first
assumed that the raw macroelectrode iEEG data were the
gold standard, representing the true cerebral signal to which
all data were compared. This assumption is supported by the
results of that article, which showed that macroelectrodes in
typical clinical systems produce negligible distortion of the
original brain signal. We then filtered this signal using
transfer functions that replicate the distortion caused by the
electrode impedances, which were measured previously.
This method was necessary to ensure that all electrodes
received identical input under all conditions. In general, if
the electrode impedance is small in comparison to the input
impedance in the amplifier, the distortion is negligible. Con-
versely, the greatest distortion occurs when high impedance
electrodes (microelectrodes) are connected to low imped-
ance amplifiers used in typical iEEG acquisition systems.
Experimental recordings
We performed an experimental recording using stan-
dard EEG equipment to verify the filtering effects that
were predicted by the mathematical method described
above (see Fig. 1A). We connected an Ad-tech hybrid
iEEG grid (2 macro 9 8 micro contacts) to a Neurolink
IP64 amplifier and recorded at 1,024 Hz using Neuro-
Works software (Natus Medical, San Carlos, CA, U.S.A.),
a widely used clinical EEG acquisition system and record-
ing format. The grid was placed into a solution of 19
phosphate-buffered saline (PBS; Fisher, Hampton, NH,
U.S.A.). The reference and ground connections were
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connected to standard copper EEG electrodes, which were
also placed into the solution. This configuration approxi-
mates typical EEG wiring in a clinical setting (in our lab-
oratory, ground is connected to the skin on the top of the
head, and the reference is either one of the implanted
macroelectrodes or a midline surface electrode). To vali-
date this set up, we verified that the macroelectrode
recordings had little noise and good signal fidelity
(Fig. 1). Two 30-s excerpts from one channel of one of
the human iEEG samples described above were used as
Figure 1.
Experimental recording. (A) Diagram of experimental set up. An Ad-tech hybrid grid was connected to a Neurolink IP64 head box
and recorded with Natus Neuroworks software. A stimulating electrode injected human EEG signals into the bath. Ground and refer-
ence were placed in the bath far from the stimulating electrode. (B) Ratio of spectral band power (microelectrode:macroelectrode) in
several frequency bands for the experiment (orange), compared with the predictions from the simulation (green). (C,D) Examples of
data frommacro (blue) and micro (red) electrodes, comparing the simulation (left) with the experiment (center, right). A 60-Hz notch
filter did not remove all noise on the micros, leaving low amplitude, high frequency noise (center). Data shown are 5-s excerpts of the
30 s datasets used in (B). (E) Artifact caused by movement near the electrodes (electrodes and wires did not move). Bars, insets:
After 60-Hz notch filtering, artifactual 180 Hz oscillations were present in the micros, preferentially on fast transients. Right: Power
spectral density of entire experiment after notch filtering (59–61 Hz). Noise produces broad-spectrum artifacts surrounding 60 Hz
and its odd harmonics in the micros.
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stimuli. The stimuli were sent to an NI 9263 analog out-
put device through Labview software (National Instru-
ments, Austin, TX, U.S.A.) and injected into the bath
using a 22 AWG tinned copper wire (General Cable,
Highland Heights, KY, U.S.A.). Data were recorded from
the hybrid grid using NeuroWorks software, and then
exported into text files for analysis in Matlab (Mathworks,
Natick, MA, U.S.A.).
We used the signal recorded by macroelectrodes as the
gold standard, as we have previously demonstrated that
macroelectrodes attenuate the signal minimally (Stacey
et al., 2012), and the stimulation apparatus would not neces-
sarily deliver the precise signal it had as input. The grid was
oriented orthogonal to the electrode injecting the signal, and
the amplitude of the recorded signal on the two macroelec-
trodes was compared to account for any spatial attenuation.
We found minimal difference in the amplitudes at the two
macroelectrodes, and since the micro array was between
them we assumed each microelectrode received identical
input. We measured the spectral content of each 30 s-long
recorded signal in several frequency bands by integrating
the power spectral density between given frequencies, and
then we computed the ratio of the power in the microelec-
trode recording to that of the macroelectrode (Stacey et al.,
2012). This ratio therefore compares the spectral content of
the microelectrode with the gold standard.
Clinical evaluation
In order to test howmicroelectrode recordings affect clin-
ical interpretation, three neurologists with subspecialty
training in epilepsy interpreted the iEEG sample under dif-
ferent scenarios. The original 200-s, seven-channel EEG
signal was filtered to represent how it would have appeared
if it were recorded by either (1) seven identical macroelec-
trodes; or seven identical microelectrodes with (2) high or
(3) medium impedance. The electrode impedances were the
actual measured values from three of the electrodes (one
macroelectrodes, two microelectrodes) on the hybrid grid
from the previous section. In each instance, filtering was
calculated with the electrodes connected to an amplifier
with input impedance of 10 MO in parallel with 8 pF, which
is the specification for the Natus NeuroLink IP64 and is typ-
ical of the majority of clinical iEEG acquisition systems.
The impedance measurements and filtering method were
identical to our previous work (Stacey et al., 2012). All
seven channels were filtered equally in each scenario, and
each of the three scenarios was independent.
Clinical data
Two seven-channel iEEG samples of 200 s each were
reviewed. Each sample was reviewed three separate times,
using filtered datasets corresponding to how the data would
appear if they were recorded with either macroelectrodes
(“Macro”), high impedance microelectrodes (“micro1”), or
medium impedance micros (“micro2”). There were thus a
total of six datasets for review, three for each iEEG sample.
In each scenario, the clinicians marked the time of seizure
onset and seizure offset in every channel, using their indi-
vidual clinical judgment. Seizure onset and offset times
were scored for each channel individually, but in the context
of the activity of the other channels. To score slow activity,
reviewers looked at 10-s intervals and determined whether
each channel independently had theta (4–8 Hz) and/or delta
(0–4 Hz) slowing during that interval.
Interrater variability in scoring clinical EEG records is
high (Brown et al., 2007; Benbadis et al., 2009). Therefore,
to calculate how microelectrodes affected an individual
reviewer’s clinical interpretation, for each reviewer we
compared the difference between their marks using the
macroelectrode versus each microelectrode scenario. For
seizures, we report the mean and standard deviation of the
difference of onset times marked in the microelectrodes
from those in the macroelectrodes for each reviewer indi-
vidually. For slowing, we compare the total number of
epochs to the macroelectrode scenario. For an objective
comparison of slowing, we also calculated the spectral band
power of each scenario by integrating the power spectral
density of the entire signal in the delta (0.5–4 Hz) and theta
(4.5–8 Hz) bands. After marking the studies independently,
the reviewers met to determine a consensus for the earliest
electrographic change (EEC) and unequivocal electrograph-
ic onset (UEO) of each seizure in the macroelectrode data
(Wong et al., 2007), which was used for display purposes
and normalization.
Results
Experimental validation of electrode filtering method
In our previous work, we measured hybrid macroelec-
trode and microelectrode impedances and used engineering
methods to predict how they would filter iEEG signals when
connected to several commercial amplifiers (Stacey et al.,
2012). Here we validate this method experimentally by con-
necting a hybrid grid to the clinical iEEG acquisition system
used at our hospital (Natus Neurolink IP64, input resistance
10 MΩ).
We injected two signals: one primarily with delta fre-
quencies (<4 Hz) and another with frequencies up to the
beta range (approximately 20 Hz). The simulation
(Fig. 1C,D, left) predicted that the macroelectrode will not
distort the signal at all—the input signal (not shown) was
indistinguishable from the blue line—but the microelec-
trode will remove all direct current (DC) bias and distort the
slower frequencies. The experimental recording showed
similar results, although there was a considerable amount of
noise on the microelectrode (see next section). Figure 1B
quantifies the microelectrode attenuation (microelectrode
spectral band power normalized to that of the macro-
electrode) to compare the simulation to the experiment. In
this configuration, a ratio of 1 indicates that the
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microelectrode contained the same spectral power as the
macroelectrode recording, and comparing the ratio of exper-
iment to simulation indicates how well the simulation pre-
dicted the actual recording. For 0.5–10 Hz, the experiment
had essentially the same spectral content as in the simula-
tion. Of interest, for very low (0–0.5 Hz) and faster (11–
30 Hz) frequencies, the experimental recording was worse
than predicted. This difference is possibly due to small
changes in impedance from the original measurements or to
variation in the impedance of the recording amplifier from
its published specifications.
Increased noise in microelectrodes
A second important effect seen in the experimental
microelectrode recordings is a dramatic increase in noise.
Noise was not included in the simulation. In this experi-
ment, as in a clinical scenario, noise comes from many
sources, and it is complex and difficult to predict. Except for
using the PBS bath as our conducting medium, the EEG set
up for the experiment was identical to that used with a
patient, using the same cables and hardware. In clinical
EEG recordings, the subject is isolated from true ground for
safety reasons, instead using an “isolated common” elec-
trode that is only capacitively coupled to ground, thereby
minimizing 60 Hz noise. As well, both the reference and
common electrodes are usually located on the head in clini-
cal EEG recordings, to minimize 60 Hz common-mode
noise sources, as well as physiologic noise from cardiac
sources. We used a similar set up for our experiment.
As seen in Figure 1C,D (right), the higher impedance
microelectrode is extraordinarily sensitive to external noise
compared with the macroelectrode, which had negligible
noise under identical conditions. Three types of noise were
present in the microelectrode data. First, 60 Hz line noise
was present. Analysis of the power spectral density revealed
that this noise was not completely abolished by a notch
filter, with significant power in frequencies surrounding
60 Hz and in the odd harmonics of 60 Hz (Fig. 1E, right).
This noise was so strong in the microelectrodes that the band
power >30 Hz was higher than the original signal, greatly
diminishing signal to noise ratio. Second, large fluctuations
in voltage occurred whenever there was movement by the
experimenters within 1 m of any portion of the cable or
head box (Fig. 1E, left). This movement produced trivial
fluctuations on macroelectrodes, but large deflections on
high impedance electrodes time-locked to the movement.
Depending on the movement speed, these deflections were
often similar in morphology to slow waves, sharp transients,
or even epileptiform discharges. Complicating this interpre-
tation, line noise was much more prominent on the peaks of
the movement artifacts. This third noise effect was not com-
pletely removed by implementing the 60-Hz notch filter:
the harmonics at 180 Hz were still quite prominent
(Fig. 1E, left). This resulted in 180-Hz sinusoidal noise that
occurred preferentially on the peaks of transients. This noise
could be easily mistaken for physiologic HFOs: it is a
180-Hz oscillation that rides on activity similar to sharp
waves. Great care must be taken to distinguish such artifacts
from physiologic HFOs (Worrell et al., 2012).
SEM imaging of microelectrodes
We previously measured dramatic differences in micro-
electrode impedance, up to three orders of magnitude in
neighboring electrodes (Stacey et al., 2012). Here we inves-
tigate this disparity using SEM. Given that all electrodes are
made of the same material, the exposed surface area plays a
major role in determining impedance. Microelectrodes are
manufactured by anchoring 40-lm wires into the silastic
substrate of the electrode grid. There is a small difference
between the two electrode brands we tested: PMT micro-
electrodes are placed in a pillar of silastic that rises out of
the flat substrate, whereas the Ad-tech version contains no
pillar. There was no appreciable difference in impedance
distributions between these two electrode types in our previ-
ous measurements (Stacey et al., 2012). As seen in
Figure 2, we imaged 80 of the microelectrodes from that
paper and correlated their SEM images with the impedances
(all impedances listed refer to the measured magnitude at
20 Hz). We found that the very high and very low imped-
ances were clearly associated with surface area of the wire.
For instance, the two highest impedance electrodes (8.1 and
7.6 MΩ) were the two that had the most insulation covering
the wire tip, and all electrodes with torn insulation exposing
the wire shaft had low impedance (<100 kΩ; Fig. 2A).
However, visual inspection was not sufficient for all cases:
many electrodes with similar appearance had impedances
ranging from 200 kΩ to 6 MΩ. There were other irregulari-
ties as well: the condition and positioning of the electrodes
within the silastic substrate was not uniform; and there were
occasional sharp, ragged edges or fractures in the wires. The
clinical implications of these latter findings are unclear, as
these electrodes are only 40-lm wide and it is known that
even conventional macroelectrodes are not innocuous to
brain tissue. However, these findings suggest that some
microelectrodes may not be as innocuous as clinicians
hoped, particularly if the grid moves when these electrodes
are in direct contact with the brain surface.
Clinical interpretation of microelectrode recordings
Using the method previously described (Stacey et al.,
2012), we filtered seven channels of human iEEG to repre-
sent how the recordings would have looked if recorded by
(1) a macroelectrode or a microelectrode with either (2) high
or (3) medium impedance. The three electrode impedances
used were taken from actual impedance measurements on
the grid used in the experiment above. Two seizures
recorded on iEEG data samples of 200 s each were used,
resulting in six total scenarios presented to each clinician, as
if each seizure were recorded with either a macroelectrode,
a high impedance microelectrode, or a medium impedance
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microelectrode using routine clinical iEEG acquisition
systems. As seen in Figure 3, microelectrodes distort the
original signal significantly when using typical clinical
amplifiers; however, this distortion is eliminated if high
input impedance amplifiers are used. This distinction is crit-
ical: to our knowledge all published data using microelec-
trodes have used appropriate, high impedance amplifiers
( 1 TΩ), and thus this signal distortion would not be seen
in those data. Conversely, the results that follow demon-
strate the effect of using high impedance microelectrodes on
the amplifiers that are typically present in clinical iEEG
acquisition systems in major epilepsy centers.
In this analysis, we did not assume that any particular
signal or interpretation was right or wrong; rather, each
reviewer’s ratings with microelectrodes were compared
with their own judgment on the macroelectrode data. Clini-
cal assessment of delta and theta slowing were both greatly
affected by microelectrodes (Fig. 4A,B). Delta slowing in
particular was nearly abolished in the high impedance
microelectrode. This change in clinical scoring was propor-
tional to the attenuation of band power. Clinical scoring of
theta slowing was similar, although there was some variabil-
ity among the reviewers and one felt that theta slowing was
more prominent in the microelectrode recording.
A
B
C
Figure 2.
SEM of microelectrodes. (A)
Scanning electron microscopy of
PMTmicroelectrodes. The 40-lm
wires are embedded in silastic
pillars. Top: typical appearance
showing exposed metal wire tip.
Impedances (magnitude at 20 Hz)
ranged from 200 kΩ to 5 MΩ. Text
shows measured impedance for
indicated electrode. Middle: the
highest impedances occurred when
insulation covered the wire tip,
minimizing surface area. Bottom:
electrodes with torn insulation had
more exposed surface area and
much smaller impedance. The
electrodes are also not centered in
the silastic pillar. (B) SEM of Ad-tech
microelectrodes. Left: typical
appearance of 40-lmwire extruding
from the silastic backing. Middle:
very short wire unlikely to contact
tissue. Right: example of irregular,
fractured edge. (C) Sharp and
irregular edges were present from
both manufacturers (Left/middle:
PMT. Right: Ad-tech).
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Determination of the timing and location of seizure onset is
the most critical aspect of interpreting clinical intracranial
recordings, and these also were disrupted in the microelec-
trode recordings. When normalized to the consensus earliest
electrographic change (EEC; Fig. 4C,D), seizure onset
times determined by each reviewer were similar, but all
three reviewers changed the onset time in at least one chan-
nel by up to 10 s (Table 1). An example of the scoring for
each reviewer of seizure onset time in one particular channel
is shown in Figure 4F. Localization of the seizure onset was
also disturbed (Fig. 4E). All three reviewers changed their
localization when microelectrodes were used, and in some
cases also changed the extent of involved tissue (false posi-
tives, Table 1). Both of these effects obviously could have
important clinical consequences.
Automated HFO detection overestimated with
microelectrodes
The iEEG dataset above is notable because of frequent
HFOs in two of the channels, especially during the patient’s
seizures. These data were used previously in a large analysis
of the relationship between HFOs and the seizure-onset
zone (Blanco et al., 2010, 2011) that was based upon a well-
known automated HFO detector (Staba et al., 2002). We
used the same HFO detector to process the three filtered
EEG datasets described above, in order to demonstrate how
the analysis would change if the data had been acquired with
the microelectrodes on a 10-MΩ acquisition system. As
seen in Figure 5, signals recorded from higher impedance
microelectrodes on 10-MΩ amplifiers cause the automated
detector to overestimate the number of HFOs. This some-
what counterintuitive result occurs because the algorithm
normalizes the potential HFOs to the background power,
which is attenuated in high impedance electrode recordings.
Therefore, more putative HFOs are identified with higher
impedance electrodes, many of which are false positives,
since the algorithm was originally tuned to nonattenuated
data (Staba et al., 2002). Note that this effect does not refute
past research about HFOs that used microelectrodes with
 1 TΩ amplifiers: it only occurs when microelectrodes are
connected to traditional low impedance ( 100 MΩ) ampli-
fiers. Therefore, previous work utilizing high impedance
amplifiers (e.g., Schevon et al., 2009; Stead et al., 2010;
Truccolo et al., 2011) does not reflect this bias.
Discussion
Clinical consequences of microelectrode recordings
Microelectrodes are FDA approved and can be added to
standard iEEG grids. They are integrated into the standard
pigtail connectors and are convenient to connect to existing
EEG head box amplifiers. In this work, we have not
addressed the differences in spatial resolution that separate
microelectrodes and macroelectrodes. The disparities we
identify are due to the fact that most clinical EEG amplifiers
were not designed for use with the very high impedances
present in microelectrodes. This impedance imbalance
attenuates the low frequency components of the recorded
Figure 3.
Attenuated EEG with microelectrodes. Human EEG data were filtered to simulate the attenuation produced when recorded with
macro (top, blue) and micro (middle, red) electrodes on a typical clinical amplifier (10 MΩ). The source data are identical to the blue
signal at top because there is negligible distortion with macroelectrodes. The microelectrode severely distorts the lower frequencies.
This distortion can be avoided if recorded on a high impedance amplifier, such as this 1 TΩ example (bottom, orange). Right:
schematic of the 8 9 8 grid used in the original recording. The labeled electrodes 1–7 were all included in the EEGs shown to clinicians
in Figure 4.
Epilepsia ILAE
Epilepsia, 54(8):1391–1401, 2013
doi: 10.1111/epi.12202
1397
Unreliable EEG withMicroelectrodes
AB
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Figure 4.
Clinical interpretation disrupted with microelectrodes. A seven-lead EEG was filtered three separate times to simulate recording with
a macro (blue) and two micro (red, green) electrodes. Three clinicians reviewed the EEG to identify seizures and slowing. (A, B) Left:
Total number of 10-s epochs deemed to contain delta (A) or theta (B) slowing. Microelectrodes underestimated delta slowing for all
three reviewers, and theta in two of three reviewers. Right: quantitative measurement of total band power in delta and theta range.
These ratios are similar to the clinical markings. (C,D) Seizure onset time in each of the seven leads for two different seizures, normal-
ized to the earliest electrographic change (EEC). When the same seizure was viewed from microelectrodes, each reviewer changed
the onset time of at least one electrode by up to 10 s, and two reviewers labeled false-positive onset times (see Table 1). (E) All three
reviewers determined that seizure onset occurred on different leads with microelectrodes (underlines), and two changed the extent
of seizure spread (asterisks). (F) An example of the raw data from lead four recorded by all three electrodes, with each reviewer’s
markings underneath. EEC and UEOwere determined by post hoc consensus.
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signal. We demonstrate that this attenuation has several dis-
ruptive effects on EEG interpretation.
Identification of EEG phenomena depends upon complex
visual processing of a wide range of frequencies. Some
waveforms contain primarily high frequencies, notably fast
ripples (>200 Hz) and multiunits (>1,000 Hz). These
phenomena are not affected by the attenuation due to the
frequency response of the microelectrodes (Stacey et al.,
2012). However, most other waveforms, especially those
that comprise clinical EEG interpretation, have important
slow frequency components <100 Hz. Asymmetric attenua-
tion of some of these frequencies distorts the signal. The
most straightforward effect is the loss of slow activity that
indicates cerebral dysfunction. But it also has more complex
effects. For instance, a classical epileptic spike is a sharp
peak followed by a slow wave. When the slow wave is
removed, the spike becomes difficult to interpret. This
effect can be problematic when evaluating the runs of spikes
during a seizure, as seen in Figures 3 and 4. Given the nuan-
ces that comprise clinical interpretation, any distortion of
the signal complicates interpretation and introduces uncer-
tainties, especially the large effects seen in these examples.
In our opinion, microelectrodes are not suitable for use in
iEEG acquisition systems with impedance  100 MΩ. We
previously predicted that amplifiers should have an imped-
ance of at least 1 GΩ to be used with microelectrodes
(Stacey et al., 2012). These data predict that the microelec-
trode recordings with high impedance systems will repre-
sent the original signal very well.
In addition, our data show that macroelectrodes have
excellent signal fidelity for the full frequency range: the
recorded EEG is essentially identical to the voltage present
at the electrode tip. This relationship depends only upon
impedance, and should hold true for all macroelectrodes
with similar materials and surface area, even different
shapes such as depth macroelectrodes.
Increased noise in microelectrodes
Our validation experiment demonstrates a second diffi-
culty using high impedance microelectrodes: dramatic
increases in noise. This effect was not due to thermal or 1/f
noise, which are low amplitude and have a broad power
spectrum (McAdams et al., 2006). Rather, the noise is cen-
tered near odd harmonics of 60 Hz with a wide dispersion,
A
B
Figure 5.
Automated HFO detection disrupted by microelectrodes. (A) Top: Raw data from macro (blue) and micro (red) electrodes show
how the higher frequency HFOs are preserved despite severe attenuation of the lower EEG signals. Bottom: After processing to main-
tain only 100–500 Hz signals that are significantly above baseline (Staba et al., 2002), HFOs are detected when there are more than
six oscillations. Because the baseline is so attenuated in the micros, this ratio often overestimates the number of HFOs. (B) Count of
the total number of oscillations during one ictal and interictal period. The microelectrode “detects” many more oscillations.
Epilepsia ILAE
Table 1. Clinical scoring, seizure onsets
Mean SD Range False positives
Micro1 0.8 2.5 10.4–3.1 4/14
Micro2 0.6 2.4 10.4–2.2 5/14
Each clinician’s seizure-onset markings for the two microelectrodes were
normalized to their own markings on the macroelectrode data. The mean,
standard deviation (SD), and range were calculated from the normalized sei-
zure onset time (in s) from each reviewer, pooled together. False positives
indicate the total number of channels incorrectly identified as being involved
in the seizure out of the total of 14 channels (see Fig. 4E).
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suggesting frequency distortion and clipping from over-
saturated amplifiers (Lathi, 2005). Because of the strong
harmonics and the broad spectral peak, a notch filter is not
able to remove the 60 Hz noise or its harmonics adequately.
This problem is independent of the amplifier impedance.
Better electrical shielding or use of high impedance pream-
plifier “buffers” would be helpful, but are not part of most
clinical procedures or hardware. An alternative is to filter
higher frequencies. This is done automatically by some
EEG viewing software packages (for instance, the high
frequency noise seen in Figure 1 was not visible when
displayed in Natus Neuroworks, even with filters “off”), but
this would remove other high frequencies of interest as well,
such as HFOs.
The very high impedance of the microelectrodes also
results in large fluctuations in the baseline voltage due to
movement artifact. In our experiment, these artifacts were
induced at a distance of up to 1 m with the recording appa-
ratus completely immobile; in a clinical scenario the
patient would be moving, and this artifact could be even
more prominent. Clinicians usually can identify movement
artifacts, but they greatly disrupt interpretation. Further-
more, in our experiment we demonstrate that microelec-
trode artifacts have some properties that are unfamiliar to
most clinicians, such as occurring only on select electrodes
or having the appearance of physiologic HFOs. All of these
noise effects are proportional to the electrode impedance,
but unlike the attenuation of low frequencies described ear-
lier, are not eliminated by using high impedance amplifi-
ers. Similar movement artifacts are present in clinical
human microelectrode recordings using a 1 TΩ Neuralynx
device (Fig. S1). Alternative strategies are necessary to
reduce the 60 Hz noise and motion artifacts. One solution
is to use different placement and routing of reference and
ground to maximize the common mode rejection at the
amplifiers. In our experience with nonhuman primates and
human patients, noise can be minimized by placing a
buffering preamplifier on the head, very close to the elec-
trode itself. Although these strategies have been successful
in experimental studies, they will be difficult to implement
in most clinical centers as they require specialized equip-
ment and training of personnel. Another solution is to
develop lower impedance microelectrodes, but these are
not yet available. One interesting possibility is to take
advantage of the fact that microelectrodes with less insula-
tion at the tip (Fig. 2A) have fairly low impedances (about
50–100 MΩ, compared with 2–10 kΩ in macroelectrodes).
As shown in Figure 1, low impedance electrodes are less
susceptible to noise, suggesting that new manufacturing
techniques that expose more of the 40-lm wire may help
reduce noise. Therefore, accurate implementation of high
impedance microelectrodes in patients is dependent upon
carefully choosing and configuring clinical technology:
high impedance amplifiers are necessary to improve signal
fidelity, and better strategies are needed to reduce noise.
Conclusion
Recording iEEG with microelectrodes has yielded some
important results, and is based on compelling physiologic
rationale. It is important to note that our recommendations
for microelectrodes do not refute past research; rather, they
serve as a guideline and a warning for those who wish to
begin using microelectrodes in the clinical setting. Because
of their size, microelectrodes have much higher impedance
than macroelectrodes. Variability in manufacturing, appar-
ent on SEM images, explains why impedance can vary so
widely among microelectrodes. If used with clinical iEEG
acquisition systems, which were not designed to accom-
modate such high impedances, microelectrodes will yield
distorted signals that complicate clinical interpretation. This
attenuation can be avoided by using amplifiers with >1 GΩ
input resistance—which is what previous studies have
utilized. However, under typical clinical conditions,
increased noise will be present on microelectrodes even
when recorded with high impedance amplifiers. This noise
can be disruptive to clinical interpretation, especially when
it has the appearance of physiologic waveforms. The effects
of attenuation and noise are both especially problematic
when analyzing HFOs, as they disrupt detection algorithms
and produce artifactual oscillations.
Producing accurate, reliable recordings with microe-
lectrodes requires attention to all aspects of the acquisition
system: electrodes, wire placement, amplifier placement,
and impedance. Much of the necessary technology already
exists, but implementing any of these procedures requires
considerable investment in hardware, training, and person-
nel. We hope that in the near future technologies such as
high impedance amplifiers and safe, low impedance micro-
electrodes will be more readily available to allow more
centers to adopt this exciting clinical and research tool. We
recommend that those interested in using microelectrodes
carefully consider these potential confounding effects prior
to implementation.
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